I T A L Y WITH BY—PASS RLY 70/CSL 11 01.07

Technical features % (For features see catalogue 03.050) RLY 70
alves

FLygam PRESSURE REDUCING VALVES |03.130 |

(For features see catalogue 05.080) CAE 70/ P
Max. flow (I/min.) 160
Max. pressure in P (bar) 420

Pressure setting range (bar)

Fluid viscosity range (cSt)

Fluid temperature range (c)
Mass (kg)
Standard setting obtained with 1 1/min.
Hydraulic fluid; mineral oil HM and HV  ISO 6074
Recommended filtration; 19/15 ISO 4466 (25 u absolutes)

Standard seals in Polyurethane and Buna N
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Ordering informations

RLY 70/D—N-CSL 11-B20

Valve type

Codes:
Standard spring

RLY 70/D-N-CSL 11-B16
Type Setting range

RLY 70/D-V-CSL 11-B16
D = 10 - 210 bar

RLY 70/D-N-CSL 11-B20
RLY 70/D-V-CSL 11-B20

Adjustment type
N = Standard adjustment

V = Handknob adjustment g]:lﬂI Qnly body, ieodes:

Body type 70-CSL 11-B16
Version Body type 70—-CSL 11-B20

Standard ports
B16 =6 1150 228
B20 G 1.1/4 1S0 228




